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FLOOR SAWS

a robust, powerful machine for all types 
of repair work on both concrete and 
asphalt surfaces.

THE GENUINE CLIPPER

MODELS CS1 P13 CS1 P21 Ø500
Item No 701846 29389 701846 45535

EAN 13 Code 5450248 414797 5450248 531265

TECHNICAL DATA

Power source Petrol Petrol

Motor type HONDA GX390 Cycl. HONDA GX630

Power kW (Hp) 9,6kW (13 Hp) 14,7kW (20 Hp)

Max. blade x bore Ø 500 x 25,4mm Ø 500 x 25,4mm

Max. cutting depth 190mm 190mm

Water tank capacity 70 L (not available)

Tool speed RPM 2600 min-1 2272 min-1

Starter Recoil Electric 

Raise and lower Manual Manual

Propelling Push Push

Hand Arm Vibrations 4,22 m/s² 3,9 m/s²

Sound power/press.level 105dB(A)/89dB(A) 106dB(A)/92dB(A)

Dimensions (LxWxH) 1088 x 580 x 925mm 1088 x 580 x 925mm

Weight 140kg 180kg

FEATURES BENEFITS

Heavy duty jig welded steel frame Robust and reliable

Hand wheel with endless screw depth control system Quick, easy and accurate setting

Blade shaft mounted on "greased-for-life" pillow block bearings Easy maintenance

Water flow control system on both sides of the blade Optimised blade performance

CS1

hand wheel with endless 
screw depth control system

water flow system on 
both sides of the blade

easy access air filter control box

 

13 > 20 Hp

Ø 500mm

140 > 
180kg

Petrol

Machines delivered without diamond blade.

we recommend the use
of clipper super BetoN eVo 

diamond blade

CS1 petrol
13Hp (P13)

CS1 petrol
20Hp (P20)

Find SUITABLE BLADES on pages 18-52 and SPARE PARTS on page 169.
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FLOOR SAWS

MODEL CSB1 P21 KIA
Item No 701846 45495

EAN 13 Code 5450248 530794

TECHNICAL DATA

Power source Petrol

Motor type HONDA GX630

Power kW (Hp) 15kW (20 Hp)

Max. blade x bore Ø 600 x 25,4mm

Max. cutting depth 225mm

Water tank capacity - (25L with optional accessory)

Tool speed RPM 1775 min-1

Starter Electric

Lower Manual hydraulic

Propelling Automatic

Hand Arm Vibrations 3,35 m/s²

Sound power / pressure level 107 dB(A)/89 dB(A)

Dimensions (LxWxH) 1200 x 600 x 1100mm

Weight 240kg

FEATuRES BENEFITS

Heavy duty jig welded steel frame Robust and reliable

Multiple engine options Adapt type of engine to your specific needs

Two forward propulsion options (hand wheel, self-propelled) Adapt to your budget

Manual or hydraulic raise and lower of the blade Quick, easy and accurate depth setting

CSB1 - Petrol

Manual or hydraulic raise 
and lower of the blade

Rigid front pointer Water tank
(optional accessory)

 

20 Hp

Ø 600mm

240kg

Petrol

Control box

Machine delivered without diamond blade.

We recommend the use
of Norton CC XPRESS

diamond blade

A fully self-propelled heavy 
duty machine driving  a  
500mm or 600mm diamond 
blade.

Find SUITABLE BLADES on pages 18-52, ACCESSORIES on page 125
and SPARE PARTS on page 169.




